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BEST AVAILABLE IMAGES 



Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 



BLACK BORDERS 

TEXT CUT OFF AT TOP, BOTTOM OR SIDES 
FADED TEXT 
ILLEGIBLE TEXT 
SKEWED/SLANTED IMAGES 
COLORED PHOTOS 

BLACK OR VERY BLACK AND WHITE DARK PHOTOS 
GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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Appln No.: 10/695,651 p age 3 of 5 

Appiicant(s): Babiarz et al. 

SEAL FOR CABLES AND CONDUITS 
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FIG. 3 




FIG. 4 



9 01 J 




9/P 

siinaNOO onv s3iavo aod ivas 

■|B \b zjeiqeg :(s)iueoi|ddv 
g jo p 96ed lS9'S69/0 1 : '°N U|ddv 



J 



I 

i 

Appin No.: 10/695,651 p age 5 of 5 ' 

Applicant(s): Babiarz et al. | 
SEAL FOR CABLES AND CONDUITS I 
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600-^ 

605-^ 

Insert Bottom Half of Plastic Tube 
into Base 



610^ 



Insert Conductors into Base 



615^ i 

Fit Conductors into Bottom 
Half of Plastic Tube 



620^ i 

Place Top Half of Plastic Tube Over 
Bottom Half and Conductors 



625^ i 

Attach Assembly to Electrical 
Conduits 



630-^ 



Place Cover on Base 



635^ !: 

Attach Pressure Gauge to Base 



640^ 

Insert Plug into Venting Point 



645^ i 

Inject Sealing Compound 
Through Hole in Cover 



650-^ y 

Place Plug Over Hole in Cover 



FIG. 6 



